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PG OTI-ONE H
Electrical hydraulic operation table 
Table opératoire électro-hydraulique

OPERATING TABLE 
TABLE OPÉRATOIRE

PG OTI-ONE H is an advanced electro-hydraulic operating table 
designed for a wide range of surgical procedures, including 
neurosurgery, orthopedics, urology and general surgery.
AISI 304 stainless-steel frame and seamless memory 
mattress provide durability, comfort and easy cleaning, making 
PG OTI-ONE H a reliable solution for demanding surgical 
environments.
Six-section tabletop with dedicated waist plate and manually 
operated kidney bridge for precise patient positioning and 
optimal surgical access.
Electro-hydraulic drive system with six controlled movements 
operated from a single hand remote for fast and precise 
positioning, with one-touch return to the zero position. 
340 mm longitudinal slide provides extensive C-arm and X-ray 
access without repositioning the patient 
250 kg safe working load and built-in rechargeable battery
ensure reliable operation even in case of power failure

PG OTI-ONE H est une table d’opération électro-hydraulique 
avancée conçue pour un large éventail d’interventions chirurgicales, 
notamment en neurochirurgie, orthopédie, urologie et chirurgie 
générale.
Châssis en acier inoxydable AISI 304 et matelas monobloc en 
mousse à mémoire de forme off rant robustesse, confort et facilité 
de nettoyage, pour une solution fi able dans les environnements 
chirurgicaux exigeants.
Plateau en six sections avec section lombaire dédiée et pont 
rénal à commande manuelle pour un positionnement précis du 
patient et un accès chirurgical optimal.
Système d’entraînement électro-hydraulique avec six 
mouvements contrôlés par une seule télécommande manuelle pour 
un positionnement rapide et précis, avec retour à la position zéro 
par simple pression.
Translation longitudinale de 340 mm permettant un large accès 
à l’arceau C et aux rayons X sans repositionner le patient.
Charge maximale admissible de 250 kg et batterie 
rechargeable intégrée garantissant un fonctionnement fi able, 
même en cas de coupure de courant.
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SPECIFICATIONS AND CONTENTS OF THIS DOCUMENT MAY 
BE SUBJECT TO CHANGE WITHOUT NOTICE

LE CONTENU ET LES SPÉCIFICATIONS DE CE DOCUMENT 
PEUVENT VARIER SANS PRÉAVIS TD
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Distribuited by: 
Distribué par:

Quality system ISO certifi ed

Designed specially to meet the diff erent demands of general surgical operations, 
latex foam washable mattress, concealed rubber lift locker, single or double 
remote controller (optional on override panel in the column).

Protection class: I
Applied part: type B
Ingress Protection: IPX4
Mattress: 80 mm memory sponge with PV leather
Length: 2050mm
Width: 500mm (guide rail excluded)
Height adjustment: 690-1100mm
Reversed Trendelenburg: 30°
Trendelenburg: +30°
Tilt left/right: +20/-20°
Horizontal sliding: 350mm
Net weight overall: 290Kg
Loading capacity: 250 kg
Leg plate up/down: +15°/-90°
Head rest up/down: +40°/-90°
Back plate up/down: +90°/-40°
Leg plate outward: ± 90°
Kidney bridge elevation: 110mm
Zero position standard 
Backup battery: for 80 movements (optional)
Power supply: 220 VAC ±10%, 50-60Hz
Ingress protection: IPX4
Service life: 10 years

Standard accessories: mattress pad (1 pc), cable controller (1 pc), arm support (1 
pair), shoulder support (1 pair), body support (1 pair), leg support (1 pair), anesthe-
sia frame (1 set), foot plate (1 pair), fi xing clamp (8 pcs.), long fi xing clamp (8 pcs.)

Beyond its standard confi guration, PG OTI-ONE H’s side rails accept the same wide 
range of optional accessories: additional positioning supports, imaging accessories, 
and specialty accessories to match its broader range of surgical specialties

Options: override panel with reposition function on column, powered leg plate, 
arm surgery support, body belt, othopedic traction, X-ray board, external kidney 
bridge, head rest, instrument tray, skull clamp.

Applied standards: EN ISO 13485, EN ISO 14971, EN 60601-1, EN 60601-1-2, EN 
60601-2-46

Regulatory compliance: Class I medical device, CE marked in accordance with 
Regulation (EU) 2017/745 (MDR)

TECHNICAL 
FEATURES

PG OTI-ONE H

SPÉCIFICATIONS
TECHNIQUES
Conçu spécialement pour répondre aux diff érentes exigences des opérations  chirurgi-
cales générales, matelas en mousse de latex lavable, serrure de levage en caoutchouc 
dissimulée, télécommande simple ou double (optionnelle sur le panneau de surpasse-
ment dans la colonne).

Classes de protection électrique: I
Partie appliquée: type B
Protection contre les intrusions: IPX4
Matelas: mousse mémoire de 80 mm avec cuir PV.
Longueur: 2050 mm
Largeur: 500 mm (Guide latérale exclue)
Réglage de la hauteur: 690-1100 mm
Trendelenburg inversé: 30°
Trendelenburg: +30°
Inclinaison gauche/droite: +20° / -20°
Glissement horizontal: 350 mm
Poids net total: 290 kg
Capacité de charge: 250 kg
Plaque de jambe haut/bas: +15° / -90°
Repose-tête haut/bas: +40° / -90°
Plaque dorsale haut/bas: +90° / -40°
Plaque de jambe vers l’extérieur: ±90°
Élévation du pont rénal: 110 mm
Position zéro standard
Batterie de secours: pour 80 mouvements (optionnelle)
Alimentation: 220 VAC ±10%,50-60Hz
Indice de protection: IPX4
Durée de vie: 10 ans

Accessoires standard: Matelas (1 pc), télécommande à câble (1 pc), support pour bras 
(1 paire), support pour épaules (1 paire), support corporel (1 paire), support pour jambes (1 
paire), cadre d’anesthésie (1 ensemble), plaque de pied (1 paire), pince de fi xation (8 pcs), 
pince de fi xation longue (8 pcs)

Au-delà de sa confi guration standard, les rails latéraux de PG OTI-ONE H permettent 
d’installer la même large gamme d’accessoires optionnels: supports de positionnement 
supplémentaires, accessoires d’imagerie, ainsi que des accessoires spécialisés  pour 
répondre à son éventail plus large de spécialités chirurgicales.

Options: Panneau de surpassement avec fonction de repositionnement sur la colonne, 
plaque de jambe motorisée, support pour chirurgie des bras, ceinture corporelle, trac-
tion orthopédique, planche radiographique, pont rénal externe, repose-tête, plateau 
pour instruments, pince à crâne.

Normes appliquées: EN ISO 13485, EN ISO 14971, EN 60601-1, EN 60601-1-2, EN 
60601-2-46

Conformité réglementaire: classe I, marqué CE conformément au Règlement (UE) 
2017/745 (MDR)


